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1001 4th Avenue | Suite 4120 | Seattle, WA 98154 | (206) 576-4220 | Fax (206) 576-4225 
www.fehrandpeers.com 

MEMORANDUM 
 

Date: June 20, 2017 

To: Bradley Calvert and Kevin McDonald, City of Bellevue 

From: Ariel Davis and Chris Breiland, Fehr & Peers 

Subject: Wilburton EIS Transportation Performance Measures 

SE17-0514 

This memo proposes five multimodal performance measures to evaluate the transportation 

network in the Wilburton EIS. These measures speak to pedestrian, bicycle, transit, and auto 

conditions and are based on Bellevue’s multimodal level of service (MMLOS) standards. This memo 

summarizes how and where those concepts will be applied within the Wilburton study area. 

Pedestrian 

Pedestrian LOS will consider three factors: sidewalk and buffer width, arterial crossing frequency, 

and signalized intersection treatments. The MMLOS standards recommended by the Transportation 

Commission vary by neighborhood context; the Activity Center standards will apply to the 

Wilburton study area, as shown in Figure 1. Study facilities will include arterials that fall within or 

along the study area boundaries: 116th Ave NE, 120th Ave NE, 124th Ave NE, NE 12th St, NE 8th St, NE 

4th St, Main St, NE/SE 1st St, and Bel-Red Rd. To meet the pedestrian LOS standard, each arterial 

corridor must:  

• have sidewalk and buffer width of at least 16 feet 

• have crossing frequency of no more than 600 feet at locations determined by the 

Transportation Department (unless there are steep grades or incompatible adjacent land 

uses) 

• meet Downtown Transportation Plan Enhanced intersection standards – intersection 

elements could include weather protection, minor/local wayfinding, special paving 

treatment, wider crosswalk than standard, generous crossing time, curb bump-out, and 

alternative striping. 

A portion of the study area falls within the BelRed subarea: east of 116th Ave NE, and north of NE 

8th St/Bel-Red Rd. Therefore, sidewalk standards outlined in the BelRed Land Use Code will apply 

to NE 12th St. 
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